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other primary) technique. Calibration by comparison to standard gauge blocks of similar nominal size is 
not a topic of this project. 

Contact persons changed in the course of the project for IPQ, UME, NIS, DFM, and LNE. 

Table 1. List of participant laboratories and their contacts. 

Laboratory 
Code 

Contact person, Laboratory Phone, Fax, email 

BEV 
(pilot) 

Michael Matus 
Bundesamt für Eich- und Vermessungswesen 
BEV 
Arltgasse 35, 1160 Wien 
Austria 

Tel. ++43 1 21110 6540 
Fax ++43 1 21110 996000 
e-mail: michael.matus@bev.gv.at 

SMD Hugo Pirée 
Service Métrologie Scientifique 
SMD 
Koning Albert II Laan 16, 1000 Brussel 
Belgium 

Tel. ++32 2277 7610 
Fax ++32 2 277 5405 
e-mail: hugo.piree@economie.fgov.be 

BIM Veselin Gavalyugov 
Denita Tamakyarska 
BIM 
52B, G.M. Dimitrov blvd. 
BG-1040 Sofia 

Tel. ++359 2 873 52 68 
Fax ++359 2 873 52 85 
v.gavalyugov@bim.government.bg 
d.tamakjarska@bim.government.bg 

METAS Rudolf Thalmann 
METAS 
Lindenweg 50, 
CH-3003, Bern-Wabern, Switzerland 

Tel. ++41 58 387 03 85 
Fax ++41 58 387 02 10 
rudolf.thalmann@metas.ch 

CMI Petr Balling 
CMI 
V Botanice 4 
CZ-15072 Prague 5 

Tel. ++420 257 288 326 
Fax ++420 257 328 077 
pballing@cmi.cz 

DFM Joergen Garnaes 
Jan Hald 
DFM 
Matematiktorvet 307 
DK-2800 Kongens Lyngby 

Tel. ++45 45 93 1144 
Fax ++45 45 93 1137 
jg@dfm.dk 
jha@dfm.dk 

NIS Niveen Farid 
NIS 
Tersa Street 
El Haram, P.O. Box: 136 
EG-12211 Giza 

Tel. ++201068072427 
Fax ++202 33867451 
niveen_farid@hotmail.com 

CEM Emilio Prieto 
CEM 
C/del Alfar 2 
ES-28760 Tres Cantos (Madrid) 

Tel. ++34 91 807 47 16 
Fax ++34 91 807 48 07 
eprieto@cem.minetur.es 

MIKES Antti Lassila 
MIKES 
Tekniikantie 1, 
FI-02151, Espoo, P.O. Box 9, Finland 

Tel. ++358 10 6054 000 
Fax ++358 10 6054 499 
(antti.lassila@mikes.fi) 
antti.lassila@vtt.fi 

LNE José Antonio Salgado 
LNE 
rue Gaston Boissier 1 
FR-75724 Paris cedex 15 

Tel. ++33 1 40 43 37 77 
Fax ++33 1 40 43 37 37 
jose.salgado@lne.fr 
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Note: METAS has a higher En-value than the excluded JV. This is a consequence of the algorithm 
discussed in section 8.1.5. Before exclusion JV had the highest En-value. 
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9.2 The auxiliary measurand dc 

In the following an extract of the Excel table EURAMET.L-K1.2011-diff.xls is given for each 
nominal length (both loops). The tables include the results as reported by the participants and the 
reference values. Two graphs per nominal length are shown since there is no linking between the two 
loops. They present the dCi together with the standard uncertainties u(dCi), if reported. The highlighting 
of the linking laboratories has no significance in this context. The blue dashed lines represent the 
standard deviation of the results. 

INRIM and MKEH were removed from all tables since they did not report results (see section 3.2). 
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