Bioresorbable microstructured phosphate glass optical fiber for theranostic applications

Original

Availability:
This version is available at: 11696/77249 since:

Publisher:
The American Ceramic Society

Published
DOI:

Terms of use:
This article is made available under terms and conditions as specified in the corresponding bibliographic description in the repository

Publisher copyright

(Article begins on next page)
Bioresorbable microstructured phosphate glass optical fiber for theranostic applications

Diego Pugliese\textsuperscript{a}, Nadia G. Boetti\textsuperscript{b}, Duccio Gallichi Nottiani\textsuperscript{a}, Ondřej Podražký\textsuperscript{c}, Pavel Peterka\textsuperscript{c}, Daniel Milanese\textsuperscript{a,\textsuperscript{d}} and Davide Janner\textsuperscript{a}

\textsuperscript{a}Politecnico di Torino, Dipartimento di Scienza Applicata e Tecnologia (DISAT) and RU INSTM, Corso Duca degli Abruzzi 24, 10129 Torino, Italy  
\textsuperscript{b}Fondazione LINKS – Leading Innovation & Knowledge for Society, Via P. C. Boggio 61, 10138 Torino, Italy  
\textsuperscript{c}Czech Academy of Sciences, Institute of Photonics and Electronics, Chaberská 57, 18251 Prague, Czech Republic  
\textsuperscript{d}Consiglio Nazionale delle Ricerche, Istituto di Fotonica e Nanotecnologie, Via alla Cascata 56/C, 38123 Trento, Italy

*diego.pugliese@polito.it

max. 1500 characters (including spaces and title):

In recent decades, optical fibers have raised increasing interest in the field of theranostics due to their easy integration in catheters and other medical instrumentation and to their ability to transmit light and act as drug delivery systems in capillary form. Optical fibers are also desirable since they can be drawn into kilometers starting from a single preform, thus allowing their production scalability.

In this scenario, phosphate glass optical fibers can be regarded as great candidates thanks to their mechanical reliability both in dry and humid environments, radiation durability and biocompatibility. Furthermore, phosphate-based glasses can become biocompatible and resorbable materials, upon properly tailoring their compositions.

We report on the design and fabrication of a multifunctional bioresorbable microstructured phosphate glass optical fiber. Different glass compositions were tested and their reabsorption time in a simulated body fluid was found to be tailored by finely dosing MgO and CaO. These features make such fiber suitable for implantation-e.g. after a surgery-for localized treatment. In addition, we show the application of the multifunctional fiber to deliver a photosensitive drug and its activation by light carried with the same fiber. We also report on in-vivo tests of the bioresorbable fiber on male laboratory rats, showing no clinical signs of adverse effects.

Keywords:

Bioresorbable phosphate glass  
Optical fiber  
Theranostics  
Drug delivery